
 

Contacts

Punched or turned contacts as well as strip contacts with conductor cross sections from AWG 18 to 28 are available.

Item number Wire section (mm²) L1 (mm) D1 (Ø)

SUPCP20-24AU2 0.2 - 0.56 14.6

SUPCP20-24AU2-3 0.2 - 0.56 14.6

SUPCP20-24AU2-5 0.2 - 0.56 14.6

SUPCP20-24AU2-100 0.2 - 0.56 14.6

SUPCS20-24AU2 0.2 - 0.56 14.1

SUPCS20-24AU2-3 0.2 - 0.56 14.1

SUPCS20-24AU2-5 0.2 - 0.56 14.1

SUPCS20-24AU2-100 0.2 - 0.56 14.1

SUMCP18-22AU1 0.34 - 1.00 14.0 1.7

SUMCP20-24AU1 0.25 - 0.75 14.0 1.7

SUMCP24-28AU1 0.08 - 0.20 14.0 1.7

SUMCP8-11AU1 3.3 - 6.6 22.7 4.7

SUMCP8-14AU1 2.0 - 3.3 22.7 3.6

SUMCP8-18AU1 0.5 - 1.3 22.7 2.6

SUMCP8-8AU1 5.2 - 8.3 22.7 5.8

SUMCS18-22AU1 0.34 - 1.00 13.6 1.7

SUMCS18-22AU1-S 0.34 - 1.00 13.8 1.7

SUMCS20-24AU1 0.25 - 0.75 13.6 1.7

SUMCS20-24AU1-S 0.25 - 0.75 13.8 1.7

SUMCS24-28AU1 0.08 - 0.20 13.6 1.7

SUMCS24-28AU1-S 0.08 - 0.20 13.8 1.7

SUMCS8-11AU1 3.3 - 6.6 22.8 4.7

SUMCS8-14AU1 2.0 - 3.3 22.8 3.6

SUMCS8-18AU1 0.5 - 1.3 22.8 2.6

SUMCS8-8AU1 5.2 - 8.3 22.8 5.8

SUMCP18-22AU2 0.34 - 1.00 14.0 1.7

SUMCP20-24AU2 0.25 - 0.75 14.0 1.7

SUMCP24-28AU2 0.08 - 0.20 14.0 1.7

SUMCP8-11AU2 3.3 - 6.6 22.7 4.7

SUMCP8-14AU2 2.0 - 3.3 22.7 3.6

SUMCP8-18AU2 0.5 - 1.3 22.7 2.6

SUMCP8-8AU2 5.2 - 8.3 22.7 5.8

SUMCS18-22AU2 0.34 - 1.00 13.6 1.7

SUMCS20-24AU2 0.25 - 0.75 13.6 1.7

SUMCS24-28AU2 0.08 - 0.20 13.6 1.7

SUMCS8-11AU2 3.3 - 6.6 22.8 4.7

SUMCS8-14AU2 2.0 - 3.3 22.8 3.6

SUMCS8-18AU2 0.5 - 1.3 22.8 2.6

SUMCS8-8AU2 5.2 - 8.3 22.8 5.8
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